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Appendix 13 
 

Illicit Discharge Procedures & Policies 
(Permit Ref. Section 4.2.3.1.4) 

 

Dry Weather Screening Process 

 
The City will identify the constructed outfalls in the MS4.  These are provided in a list in this 
Appendix 13.   
 
From the overall list of constructed outfalls the City will identify designated outfalls in the 
priority areas for a dry weather screening process.  These are listed as an attachment to this 
Appendix 13.   The dry weather screening on 100% of the designated outfalls will be performed 
in the third program year. This will accomplish the screening of all designated outfalls during the 
permit period.     
 
The attached form will be used for the dry weather screening at each of the designated outfalls. 
 
This dry weather screening inspection will include getting a photo of the outfall with its unique 
ID information and making a visual assessment of the condition of the outfall.   Specific 
attention will be given to: 
observe the structure for any stains that would indicate a previous illicit discharge 
observation of the receiving stream conditions 
logging in the exact location with GPs equipment for Lat / Lon data 
     If any flows are observed record: 
 Flow rate 
 Temperature, pH, conductivity, and turbidity 
 Any odors, colors, floatables present 
 
If water samples are determined to be necessary said samples will be grabbed and taken to a 
local lab for processing.  The parameters to be tested will be determined based on the nature of 
the observations at the site.  For example, if a gasoline or diesel odor is observed, then the lab 
tests will probably be a TPH or BTEX testing.  If sanitary sewer odor is observed, the E.coli 
testing would be done.  If a chemical contamination is expected, then testing for that type of 
element would be done.  
     
Any irregularities will be reported to the Public Works Director and appropriate investigation 
steps will be undertaken. 
 
The data will be recorded on the inspection form, and that information will be stored with the 
GIS data for each of the designated outfalls. 
 


