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G-002

GENERAL NOTES,
LEGEND & CONTROL

POINTS

1. LOCATION OF UTILITIES SHALL BE FIELD VERIFIED BY CONTRACTOR PRIOR TO CONSTRUCTION. ANY DAMAGED UTILITIES SHALL BE REPAIRED
OR REPLACED AT CONTRACTOR'S EXPENSE.  CONTRACTOR TO TAKE THE NECESSARY PRECAUTIONS NOT TO DISRUPT SERVICE.

2. CONTACT ALL NECESSARY UTILITIES PRIOR TO STARTING EXCAVATION:
MISSOURI ONE-CALL:  1-800-DIG-RITE (1-800-344-7483).

3. EXISTING UTILITIES AND THEIR LOCATIONS, AS SHOWN ON THE PLANS, REPRESENT THE BEST INFORMATION OBTAINABLE FOR DESIGN.
CONTRACTOR WILL BE REQ'D TO WORK AROUND EXISTING UTILITIES WITHIN OWNERS PROPERTY, RIGHT-OF-WAY, AND EASEMENTS.
CONTRACTOR TO FIELD VERIFY LOCATIONS OF EXISTING STRUCTURES AND PIPING.

4. ALL NEW STRUCTURES AND PIPING TO BE LOCATED BY CONTRACTOR UTILIZING THE STATIONING AS SHOWN ON DRAWINGS. LOCATIONS
SHALL BE FIELD VERIFIED BY ENGINEER PRIOR TO CONSTRUCTION.

5. AT ALL LOCATIONS WHERE NEW PIPING CONNECTS TO EXISTING PIPING, CONTRACTOR SHALL VERIFY PIPE O.D., ELEVATION, AND LOCATION.
PROVIDE FITTINGS AND COUPLINGS AS REQ'D.

6. RETURN DISTURBED AREAS TO PRE-CONDITIONS OR BETTER. CONTRACTOR SHALL GRADE SITE TO DRAIN. ALL DISTURBED AREAS DURING
CONSTRUCTION SHALL BE SEEDED OR REPLACED WITH GRAVEL SURFACING OR ASPHALT BY CONTRACTOR.

7. MAINTAIN POSITIVE DRAINAGE THROUGHOUT THE CONSTRUCTION SITE AT ALL TIMES.

8. CONTRACTOR SHALL BE RESPONSIBLE FOR PRESERVING SECTIONS CORNERS, PROPERTY IRONS AND BENCHMARKS. THE CONTRACTOR
WILL BE REQUIRED TO RE-ESTABLISH ANY SECTION CORNERS, PROPERTY IRONS OR BENCHMARKS, WHICH ARE DAMAGED OR DESTROYED
BY CONSTRUCTION OPERATIONS. AT CONTRACTOR EXPENSE. SUCH IRONS SHALL BE RE-ESTABLISHED BY A LICENSED LAND SURVEYOR OR
A LICENSED PROFESSIONAL ENGINEER IN ACCORDANCE WITH STATE LAWS.

9. A. THERE SHALL BE NO PHYSICAL CONNECTION BETWEEN A PUBLIC OR PRIVATE POTABLE WATER SUPPLY SYSTEM AND A SEWER, OR 
APPURTENANCE THERETO, WHICH WOULD PERMIT THE PASSAGE OF ANY WASTEWATER OR POLLUTED WATER INTO THE POTABLE WATER
SUPPLY.

B. SEWER LINES, I.E., HOUSE CONNECTIONS, LATERALS, TRUNK LINES, INTERCEPTORS, FORCE MAINS, ETC., SHALL NOT BE CONSTRUCTED 
WITHIN A 100 FOOT RADIUS OF A PUBLIC WATER SUPPLY WELL.  GREATER SEPARATION MAY BE REQUIRED WHERE SOIL AND DRAINAGE 
CONDITIONS INDICATE THE NEED FOR GREATER PROTECTION.  SEWER LINES CONSTRUCTED OF CAST IRON OR SOLVENT WELDED 
PLASTIC PIPE MATERIALS MAY BE CONSTRUCTED WITHIN 10 FEET OF A PRIVATE WATER SUPPLY WELL.  SEWER LINES CONSTRUCTED OF 
NON-WATERTIGHT MATERIALS MUST BE AT LEAST 50 FEET FROM A PRIVATE WATER SUPPLY WELL.

C. A MINIMUM HORIZONTAL DISTANCE OF 10 FT. SHALL BE MAINTAINED BETWEEN WATER AND SEWER LINES.  AT POINTS WHERE SEWERS 
CROSS WATER MAINS, THE SEWER SHALL BE CONSTRUCTED OF DUCTILE IRON, PLASTIC PIPE WITH GASKETED JOINTS, OR PIPE 
ENCASED IN CONCRETE FOR A DISTANCE OF 10 FEET IN EACH DIRECTION OF THE CROSSING UNLESS THE WATER MAIN IS AT LEAST 2 FEET
ABOVE THE SEWER.

D. WATER AND SEWER LINES SHALL NOT BE PLACED IN THE SAME TRENCH OR EXCAVATION.
E. WHEN PRESSURE SEWER LINES (FORCE MAINS) RUN PARALLEL TO WATER LINES, THE SEPARATION DISTANCE SHALL BE AS FAR AS

PRACTICAL, MAINTAINING A MINIMUM HORIZONTAL SEPARATION DISTANCE OF AT LEAST 10 FT. THERE SHALL BE AT LEAST A 2 FT VERTICAL
SEPARATION AT CROSSING WITH THE WATER LINE ALWAYS CROSSING ABOVE THE SEWER FORCE MAIN.

10.GRASS SEEDING AND EROSION CONTROL ON PROJECT SITE WILL BE COMPLETED BY CONTRACTOR. CONTRACTOR SHALL USE PROPER
EROSION CONTROL PROTECTION OF SOILS.

11.CONTRACTOR SHALL COORDINATE WITH OWNER REGARDING ANY SALVAGEABLE ITEMS. SALVAGEABLE ITEMS SHALL BE PLACED IN AN AREA
DESIGNATED BY OWNER.

12.PROTECT EXISTING POWER POLES DURING CONSTRUCTION ACTIVITIES. ANY DAMAGE SHALL BE CORRECTED AT THE EXPENSE OF THE
CONTRACTOR.

13.PROTECT EXISTING AND RELOCATED TREES AND SHRUBS DURING CONSTRUCTION ACTIVITIES. ANY DAMAGE SHALL BE CORRECTED AT THE
EXPENSE OF THE CONTRACTOR.

14.PROTECT FENCING AND EXISTING OBSTRUCTIONS  DURING CONSTRUCTION ACTIVITIES. ANY DAMAGE SHALL BE CORRECTED AT THE
EXPENSE OF THE CONTRACTOR.

15. ALL ABANDONED PIPES IN PLACE SHALL BE PLUGGED WITH A MINIMUM OF 1'-0" CONCRETE PRIOR TO BACKFILL UNLESS OTHERWISE NOTED
ON DRAWINGS.

16.CONTRACTOR SHALL BE RESPONSIBLE FOR DISPOSAL OF WASTE FROM EXISTING STRUCTURES & NEW CONSTRUCTION. CONTRACTOR SHALL
SUBMIT A WASTE REMOVAL PLAN TO ENGINEER OR OWNER FOR APPROVAL PRIOR TO REMOVAL OF ANY WASTE.

17.EXISTING  WASTEWATER SYSTEMS SHALL REMAIN IN OPERATION DURING CONSTRUCTION OF IMPROVEMENTS UNLESS APPROVED
OTHERWISE BY THE CITY OF CAPE GIRARDEAU.

18.CONTRACTOR SHALL SUBMIT A CONSTRUCTION SEQUENCE.

19. ALL PILES OF EXCAVATED SOILS SHALL HAVE PREVENTATIVE MEASURES FOR CAPTURING ALL STORM WATER WATER RUNOFF. SEE EROSION
CONTROL DETAILS FOR PROPER CONTAINMENT TECHNIQUES.

20.EASEMENTS AND RIGHT-OF-WAY PROVIDED BY THE OWNER FOR THE PROJECT ARE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL BE
RESP0NSIBLE FOR THE ACQUISITION OF ANY ADDITIONAL TEMPORARY EASEMENTS OR RIGHT-0F-WAY THAT HE DESIRES TO USE IN
COMPLETING THE WORK.

21.RUBBLE FROM THE REMOVAL OF MISCELLANE0US STRUCTURES INCLUDING ANY TREES REMOVED, TREE TRIMMINGS, AND EXCESS
EXCAVATION WHICH IS TO BE WASTED SHALL BE DISPOSED OF ON SITES PROVIDED BY THE CONTRACTOR. THESE SITES SHALL ALSO BE
APPROVED BY THE ENGINEER AS TO SUITABILITY, APPEARANCE, AND SITE LOCATION. LOCATIONS THAT, IN THE OPINION OF THE ENGINEER,
LEAVE AN UNSIGHTLY APPEARANCE WILL NOT BE APPROVED. ALL DISPOSAL SITES MUST BE APPROVED BY THE KANSAS DEPARTMENT OF
HEALTH AND ENVIRONMENT. MATERIAL EITHER STOCKPILED OR DISPOSED OF IN A FLOOD PLAIN WILL REQUIRE A KANSAS STATE BOARD OF
AGRICULTURE PERMIT. ANY MATERIAL DUMPED IN WATERS OF THE UNITED STATES OR WETLANDS IS SUBJECT TO U.S. CORPS OF
ENGINEERS PERMITTING REGULATIONS. ANY MATERIAL BURIED OR STOCKPILED BEYOND APPROVED CONSTRUCTION LIMITS MAY REQUIRE
ARCHAEOLOGICAL INVESTIGATIONS UNLESS BURIED IN A PREVIOUSLY APPROVED DISPOSAL LOCATION

22.CONTRACTOR TO COORDINATE WITH CITY AND BNSF SCHEDULING AGENT/UTILITY COORDINATOR PRIOR TO THE START OF CONSTRUCTION.
CONTRACTOR TO ACKNOWLEDGE SIGNED BNSF AGREEMENT IN BIDDING DOCUMENTS.
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PROJECT CONTROL POINTS:
CP 1
N. 532314.8153   E. 1103996.8644  ELEV. 350.77
3 12" BRASS DISK IN CONCRETE
1. TO CENTER OF CURB ON FOUNTAIN ST   00.81' E

CP 2
N. 532846.5238   E. 1104068.4692  ELEV. 354.01
1/2" REBAR
1. TO CENTER OF JMH1 16.12' SE

CP 3
N. 532188.8272   E. 1104158.5398  ELEV. 349.11
1/2" REBAR
1. TO CENTER OF EAST RAILROAD TRACK  68.55' W

PROJECT NO:

DESIGNED BY:

DRAWN BY:

CHECKED BY:

DATE:

SHEET NO:

SHEET TITLE

C
O

N
SU

LT
AN

TS
SE

AL

54321

A

B

C

D

6 7 8 9 10

54321 6 7 8 9 10

E

F

G

H

PR
O

JE
C

T 
N

AM
E

R
EV

.
D

ES
C

R
IP

TI
O

N

CJW

DAG

80
0 

EA
ST

 1
01

ST
 T

ER
RA

CE
, S

UI
TE

 2
00

KA
NS

AS
 C

IT
Y,

 M
O

 6
41

31
PH

O
NE

: 8
16

-7
01

-3
10

0
FA

X:
 8

16
-9

42
-3

01
3

ww
w.

wi
lso

nc
o.

co
m

D
AT

E
BY

5/
20

/2
02

6
M

:\M
SD

\2
3-

60
0-

54
5-

00
\0

9_
CA

DD
\0

4_
Sh

ee
ts

\2
36

54
50

1_
CO

V.
dw

g

2360054501

APRIL 2026

CI
TY

 O
F 

CA
PE

 G
IR

AR
DE

AU
,

M
O

FO
RC

E 
M

AI
N 

RE
LO

CA
TI

O
N

CJW

AutoCAD SHX Text
. 

AutoCAD SHX Text
1597

AutoCAD SHX Text
1597


	Sheets and Views
	G-001


